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Product Description :   

Hammerflow is a 2 -component, 

epoxy-based transparent plastic.  

The product has good resistance 

to light, good durability to early 

contact with water (24hr 20 oC), 

and a high resistance to chemi-

cals.  Hammerflow is completely 

crystallisation -free.  

Application:   

Hammerflow is used as a primer,  

binder and topcoat in this system. 

Environment:   

Hammerflow is a solvent and nonyl-

phenol free product, and practically 

odourless during application.  Follow 

the appropriate National Board of  

Occupational Health and Safety   

guidelines. 

Application Temperature:   

The recommended substrate tempera-

ture is 15-25oC, but no less than 10oC.  

The temperature of the substrate 

should exceed the òdew pointó by 3oC 

during application and hardening. 

Application time / pot life:   

Ready mixed product should be used 

within 30 minutes at a temperature of 

18oC.  At higher temperatures, the 

application time is shorter. 

Hardening time:   

Can be painted over or walked on 

after 15 hours at 18oC.  Hammerflow 

is fully cured after 5-7 days. 
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 Highly Chemical Resistant  

Seamless Hygienic Finish  

Tailored Anti Slip Profile  

10 years+ Life Expectancy with             

correct maintenance  
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Available in various Colours  

Gloss or Matt Finish  

Affordable and Hardwearing  
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FLOCK IMAGE Co LTD 

593 Mosta Road 
St Paulõs Bay 
SPB 3418 

Phone: +356  2157 2759 

Mobile: +356 9957 2759 
E-mail: info@flockimage.com 
www.flockimage.com 
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Features and Benefits  

Tailored slip resistance High chemical resistance 

Seamless hygienic finish Excellent wear resistance 

Robust Easy to clean and maintain 

Technical Information  

PRODUCT  RESULTS STANDARD  

Reaction to fire  B FLñs1 EN 13501-1 

Bond strength  >2.5N/mm2 EN 13892-8 

Temperature resistance  
Tolerant of sustained temperatures 

up to 50oC 
 

Water permeability  Nil  

   

   

Slip resistance 

Hammerflow MK1 slipperiness can 
change significantly, due to the 
installation process, after short 

periods of  use , due to inappropri-

ate maintenance, longer term wear 
and / or surface contaminants. 

Textured systems such as Hammer-
flow MK2 and MK3 are recom-
mended to meet slip resistance 

value requirements for wet condi-

tions .  Please contact our sales 
team for further details. 
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Ratio of components 2 parts of component A are mixed with 1 part 
of component B, by weight. 
 
1.7 parts of component A are mixed with 1 part 
of component B, by volume. 

Solids content % Approx. 100% 

Colour / Finish Various colours 
Smooth  or textured 
Gloss / Matt 

Density Component A approx. 1.16 kg/lit 
Component B approx. 1.01 kg/lit 
A + B approx. 1.10 kg/lit 

Storage 12 months in unopened pack. 
Storage temperature between 5oC and 40oC 


